
IPB 7 - 7

AIR LINES (TO NORMALLY
ACTUATED PORTS)

SOLENOID
CONTROL
CABLES

AIR LINES
(FROM NORMALLY RELAXED PORTS)

9- PIN CONNECTOR
1251- 8937

FLEXIBLE TUBING
(0890- 1489)

(Ordered by the inch;
120 inches total)

FLEXIBLE TUBING (0890- 0746)
(Ordered by the inch; 126 inches
total: for three valves)

HOSE FITTING
(0100- 1205)
2 PER SOLENOID

MALE HOSE

CONNECTOR
(0100- 1487)

BRACKET
(05890- 00890)

THREADED ROD
(0510- 0616)
2 PLACES

LOCK WASHER
(2190- 0410)

NUT
(0535- 0005)

O- RING
(INCLUDED
WITH
SOLENOID;
MAY BE
ORDERED AS
0905- 0827)

SOLENOID
(05890- 61090)

GROUND WIRE ASSEMBLY
(NOT SHOWN)
(05890- 61100)

Location
Wire Color To in Plug

Blue (SOLENOID 1) 1
Blue (SOLENOID 2) 2
Blue (SOLENOID 2) 3
Blue (SOLENOID 1) 4
Grn/Yel (GROUND) 5
Blue (SOLENOID 4) 6
Blue (SOLENOID 3) 7
Blue (SOLENOID 3) 8
Blue (SOLENOID 4) 9

1 2 3

4 5 6

7 8 9

AS SEEN FROM WIRED SIDE

LOCTITE
THESE
THREADS

1
2

3

SCREW
0515- 0910
(3 required)

Figure 4. Valve Control Solenoids. (Please see the attached Service Note for Updates.)



SERVICE NOTE     VALVES-15/18900-15                   
 
HP 5890A Series II 
 
New Solenoid Valves for Valve Box 
 
The factory has introduced a new 4-way solenoid valve for 
sampling valve automation.  This new valve should eliminate some 
of the failure modes that were characteristic of the older style 
solenoid valve.                   
 
These new valves will be installed on instruments shipped from 
the USA after serial number 3223A43573, the serial break for 
units manufactured in Germany is not known.                
 
The replacement part numbers for the valve assemblies are: 
 
                              NEW             OLD          
 
4-way valve assy.          05890-61095     05890-61090          
individual valve                           0101-0440          
 Tubing connection X2 0100-1205 
 Elbow for above X2 0100-1220   
 
end plate kit              05890-61097  
 Swagelock elbow  0100-0064         
 
mounting bracket           05890-00895     05890-00890           
        
 
The bank of these new valves will be mounted in about the same   
location as the previous valve bank, i.e., mounted above the 
fan motor and access able from the rear of the 5890A.            
       
The two valve types are not interchangeable within one set of 
mounting hardware. For irises. prior to the serial number break, 
the old style valve assy. must be the replacement level, or the 
entire bank of valves must be changed. The old style valve assy. 
will be supported.  
 


